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The Stealth Tracker from DGPS 4U Ltd is 
one of the best value for money solutions for
real-time web based tracking and the
recording of vehicle and plant movements.

With an inbuilt GSM/GPS module* this unit can understand

instructions and contact you via SMS/call with alerts or

requests. You can then take immediate direct action or log

onto a server and track the vehicle using GPRS services. 

Compact in size, with an inbuilt battery the waterproof and

dustproof Stealth Tracker is easy to fit and use. With low

maintenance, even the firmware upgrades are all carried out

by wireless, so it is a product to fit and forget.

An excellent purchase if you simply want to follow and log

vehicles, or be in control of remote plant with security issues!

� Real time tracking and mapping 

of vehicles and plant. 

� Alerts and tracks stolen vehicles 

and you can immobilize remotely.

� Detect direction, speed, 

longitude and latitude, date, 

time and more.

� Engine start and stop alert!

� SOS button.

� Set Geofence function.

� Tow alarm.

Technical specification overleaf

NEW PRODUCT

* Dual or Quad band GSM 900/1800Mhz (850/1900 optional)
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Technical Specifications

GPS/GSM STEALTH VEHICLE TRACKER

Dimensions 97mm long x 55mm wide x 22mm deep

Voltage 12V - 24V

Av current in standby <84mA 

GSM module MTK program, GSM 900/1800/850/1900 dual or quad band

Supports TCP protocol

GPS Chipset / Sensitivity JRC high sensitivity chipset / -164dB

C/A Code 1.023MHz chip rate

Channels 210 channel all-in-view tracking

GPS frequency L1,1575.42MHz 

GPS accuracy 2.5 meters, CEP

Speed accuracy 0.1 m/s

Time accuracy Synchronised to GPS time

Default datum WGS-84

Hot start 1 second average

Warm start 30 second average

Cold start 35 second average

Altitude limit 18,000 meters (60,000 feet) max

Temperature range -20˚C to 65˚C

Humidity 5% to 95% Non-condensing


